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OPERATING INSTRUCTIONS 

 

Introduction : 
1. Please read instructions before using this appliance. 
2. When using electrical appliances, basic precautions should 

always be followed to reduce the risk of fire, electric shock and 
injury. 

3. Clean machine thoroughly before and after each use following 
the cleaning instructions provided below. 

 
Electrical Requirements : 

 
Refer to the product tag (serial plate) on the back of the unit for 
voltage and wattage requirements. Be sure to plug unit into 
grounded outlet with sufficient power. 
WARNING:  DURING NORMAL OPERATION, THE EXTERIOR 
OF THE UNIT IS HOT! 
 

Preparation : 
1. Remove all packing pieces and lift unit out of the box. 
2. Remove any outside packaging. 
3. Set unit on a flat, stable, solid surface and position it away from 

any water source. 
4. Position the unit near a power outlet.  Avoid the use of 

extension cords.  Do not run cord under carpeting or cover 
with runners or the like Plug heat unit into a grounded outlet 
with correct voltage and sufficient power capacity. Refer to the 
product label (serial plate) on the lamp for voltage and wattage 
requirements. 

5. Do not use if there are problems with the product or power 
supply. 

6. Do not use if there is damage or a malfunction after the product 
is accidentally dropped. 

7. If unit fails to work properly when first operated call Global 
Solutions customer service at 1-800-782-6761. 

 
 
 
 

 
 

 
 

 
Rice Cooker/Warmer Model Series: 
 GS1630  

IMPORTANT SAFEGUARDS 
When using electrical appliances, basic safety precautions 
should always be followed, including the following: 
 

1. Warning! All power must be disconnected at power source 
before any service procedure is performed. 
2. Check whether the specified power supply voltage of the 
product matches the power supply (AC only). 
3. Use a grounded wall socket and insert the plug.  Do not use 
the universal socket with other electrical appliances at the same 
time. 
4. When disconnecting the plug, hold the plug to pull out.  Do not 
yank out or twist to unplug the power cord from the socket. 
5. If the power cord is damaged, it must be replaced by a 
qualified service agent. 
6. Insert the plug into the back of the socket, otherwise the 
components may fail prematurely due to overheating caused by 
poor contact. 
7. Always unplug appliance when not in use and before cleaning. 
8. Extreme caution is necessary when any appliance is used 
near children and whenever the appliance is left unattended. 
9. Do not use this appliance on uneven, damp or heated surfaces 
to avoid damage or malfunction. 
10. Do not start the operation when the liner in not in the main 
machine or the liner is empty. 
11. Do not remove the liner while the product is on. 
12. Do not place the product directly on a fire or in places near 
any heat or ignition sources. 
13. Do not place the liner directly on other heat sources for 
heating, such as a gas stove. 
14. Do not directly touch the metal parts of the product while unit 
is operating. 
15. Do not put any food or water in the main machine before the 
liner is placed inside. 
16. Put proper amount of food in accordance with the capacity of 
the liner.  Please do not over-fill the liner in case of foods spills. 
17. Keep the bottom and edge of the liner clean.  There should 
be no water droplets or debris attached to the surfaces of the 
bottom of the liner and the heating plate.  The liner cannot be 
tilted; otherwise the components may fail prematurely due to poor 
contact of the heating plate and liner. 
18. While in use, the product will produce high temperature and 
steam.  Do not put hands and face near the steam port.  Do not 
cover the lid with a damp cloth.  In addition to the liner, water 
injection and soaking of any other parts of the product are 
prohibited. 
19. Unplug the unit after use and each time before cleaning and 
maintenance. 
20. The appliance should not be cleaned with a water jet.  
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Product Features :  
1. Simple operation panel, making it easy to operate. 
2. Food-grade stainless steel liner: keeps the food warm and easy 

to clean. 
 
 

Operation :  
1. In a separate bowl, measure the desired amount of rice with 

the measuring cup supplied with the unit.  Wash the rice 
several times until the water in the bowl is relatively clear.  One 
cup measures 0.18L (about 150g). 

2. Put the rice into thr inner pot and measure water for cooking.  
Use waterline inside the pot as a cooking guide.  The left line 
corresponds to liters of water and the right line corresponds to 
the cups of rice.  Never add water higher than the maximum 
water line. 

3. Wipe the heater and the bottom part of the inner pot then put 
tit inside the rice cooker, turn it slightly from left to right to 
ensure that the pot is properly fitted into the heater plate, and 
level the rice. 

4. When ready to cook, plug the unit in. 
5. Press down the switch knob.  The “Cook” light will turn ON and 

the rice will start to cook.  If the switch knob is failed to be 
pushed down, the “Warm” light will turn ON, and the rice will 
not be cooked. 

6. When cooking is finished the switch knob will pop-up and a 
click sound will be heard, and the light will turn the the “Warm” 
position.  After the cooking cycle ends, keep the cover closed 
for about 15 minutes – this will make the rice fluffier. 

7. Use only the spatula supplied with this unit to avoid scratches 
to the inner pot. 
 

COOKING PERFECT RICE: 
For faster cooking times and softer ricr, soak the rice in 
warm water for 30 minutes prior to cooking.  After adding 
the rice and water to the inner cooking pot remember to 
stir well so the rice is coated evenly with water.  After the 
“Cook” mode switches to the “Warm” mode, allow the rice 
to warm for 10 to 15 minutes, as this allows the excess 
moisture to evaporate.  Stir the cooked rice lightly with the 
spatula provided before serving and the excess water will 
steam off. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

     Preparation Before Use : 
1. Be sure to wipe off the water drops and debris from the outside 

of the liner and the inside of the pot to ensure that the inside 
and outside of the insulation pot are kept clean. 

2. When putting the liner into the insulation pot, gently rotate the 
liner towards left or right a few times, so that the liner and the 
heating plate inside the insulation pot fit more closely, which is 
conducive to more even heat. 

 

 
 
 
 
 
 

 

NOTE :  
1. When using Rice Cooker to keep food warm stir 

regularly, otherwise the food may sick to the bottom.  
It is recommended to stir food with low density once  
per hour; for food of medium density stir every 40 
minutes; for food of high density stir every 20 minutes. 

2. This product cannot be used to directly cook mushy 
food such as porridge. 

 

Cleaning :  

 

NOTE: Proper maintenance plays an important part in the 
life span and functioning of the warmer. 
1. Odor residues are likely to exist after the cooker is 

used, so be sure to clean the same day. 
2. Before cleaning and maintenance, make sure that the 

rice cooker is turned off and is fully cooled. 
3. Please use a clean and absorbent soft cloth with mild 

soap and water to wipe the outer cover, upper cover 
and other parts to keep the pot clean.  (Note: Please 
do not wipe the operation panel, plug and power cord 
with wet soft cloth.) 

4. Do not use corrosive chemical liquids or hard objects 
to clean the inside and outside of the product. 

5. Water is strictly prohibited inside the electrical 
appliance.  Please do not immerse the insulation pot 
in water or put in the dishwasher. 

6. Water or other debris may be attached to the heating 
plate.  Please wipe it with a dry cloth, and do not wash. 
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REPAIR :  

 
To avoid serious injury or damage, do not repair the induction 
cooker or replace a damaged power cord yourself. Repairs must be 
coordinated through: Global Solutions customer service at 1-800-
782-6761. 
 

TROUBLESHOOTING : 

 
 
 
 
 
 
 
 
 
 
 
 

 


